
Solutions enclosed
Unparalleled time savings and improved reliability with 
a new generation of vibration monitoring enclosures



Expandable model (12 - 48 channels)

Features and benefits

VibraLink® switchboxes     VL series Data ready light
unbeatable accuracy, faster readings
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Wilcoxon enclosures are designed with the user in mind for quick and safe data acquisition in the harshest 
industrial environments. Changes in the vibration signature of rotating machinery can be detected by 
permanently-mounted sensors. Enclosures provide a termination point for up to 48 cable runs and serve as a 
central data collection point eliminating walkaround routes. Technicians can quickly retrieve critical data which 
may indicate if machinery is suffering from misalignment, imbalance or wear. Maintenance decisions can be 
made with confidence, and catastrophic shutdowns, lost production and safety risks can be avoided.

•   Cost-effective solutions for every application
•   Radio frequency interference filtering
•   NEMA 4/4X - corrosion resistant, protected from ice, snow, water and dust
•   IP66 rated - outstanding insulation and protection against powerful waterjets
•   Easy installation - customizable mounting feet

VibraLink® switchboxes feature an industry-first data-ready 
LED which illuminates when BOV levels have stabilized 
and data can be collected. This unique new feature enables 
accurate readings every time for data you can trust.

•   Eliminate ski-slope values from data
•   Decrease collection time 
•   Reduce sensor overload
•   Compatible with IEPE and dual-output sensors

Customized for every application
•   Expandable enclosures for up to 48 channels
•   Stainless steel or fiberglass housings
•   Conduit or cable grip outputs
•   Screw or quickconnect terminals
•   Online connectivity for continuous monitoring
•   Dual-output compatible models (VLD)

New design and layout
•   Innovative circuit board design for rapid production
•   55% more interior space for easy connectivity
•   Organized terminals for clean cable runs
•   Grounding lug for optional connectivity
•   MIL-5015 and BNC connectors for use with portable  
     data collectors
•   Sealed access holes prevent water and dust entry
•   Differential switching of signal and common provides  
     increased noise immunity
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Standard model (1 - 12 channels)



Termination junction boxes     CB series

Transmitter enclosures     iT series

Low-cost, compact CB series enclosures include front panel 
BNC connectors for easy usage with data collectors. Models 
are available for two- or four-channel applications.

•   Rated for indoor applications
•   Cap protectors keep out water and dust
•   Triaxial sensor-compatible models available (CBT)

iT series enclosures include a DIN rail for easy storage of 
signal conditioning and power supply modules. Alarm mod-
ules can be configured with programmable relay trip levels 
for around-the-clock monitoring.

•   Compatible with DIN-rail mountable equipment including iT 	
    transmitters (iT150 / iT300 / iT301)
•   iT051 houses up to seven modules, iT052 houses up to 25  
    modules
•   Clear front panel model for easy viewing and operation  
     confirmation

info@wilcoxon.com                                        1 800 WILCOXON                                        www.wilcoxon.com



Cable assemblies

Accessories

Vibration sensors
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Over 65 years of industry expertise in developing reliable, 
high-performance products brings you Wilcoxon’s extensive 
offering of vibration sensors, including:

•   Hazardous area certified
•   Velocity output
•   Low- / high-frequency
•   4-20 mA output
•   Low-power, low-voltage
•   High isolation
•   Triaxial sensors measure  
     vibration along 3 axes

•   High-temperature rated
•   Radiation resistant for  
     nuclear applications
•   Dual-output vibration  
     and temperature
•   Integral cable (submersible)

Cable assemblies should be selected based on the sensor  
being used and plant conditions. A variety of cable and  
connector options are offered for permanent or walkaround 
applications.
    
Popular cables                           Connectors
•   Twisted pair, shielded
•   Coaxial
•   Low-noise coaxial
•   Multi-conductor
•   Underwater
•   Data collector

Instrumentation

•   Handheld meters
•   Portable vibration reference source
•   Power and signal conditioning
•   Electromagnetic shakers
•   Signal conditioners

•   Coaxial plug
•   BNC
•   MIL-5015 style
•   M12 style

Mounting hardware

•   Magnetic bases
•   Isolators
•   Fin mounts
•   Triaxial cubes
•   Adaptor studs
•   Adhesives and greases


